The Integrated Melting System (IMS) from Pyrotek, features equipment specially engineered to process aluminium machining chips and convert them back into usable metal. Designed specifically for foundries, the IMS can be used by any facility generating chips from machining operations.

In recent years, key market trends for melting systems have been spurred by a global boom in aluminium recycling, higher commodity and energy prices and also the need for increased cost savings. The current move is towards in-house recycling and away from incurring toll processing charges. Amongst its metal treatment portfolio, Pyrotek supplies its IMS system dedicated to this specific application.

Systems are custom-designed to specific customer requirements: consider the material to be processed, the desired end product, contamination level, type of cutting fluid, required throughput rate and any existing equipment. A unique feature of the IMS is its energy efficiency: it uses waste heat from other thermal processes, such as the melting furnace, to significantly increase the thermal efficiency of the complete operation.

The Integrated Melting System (IMS) from Pyrotek, features equipment specially engineered to process aluminium machining chips and convert them back into usable metal. Designed specifically for foundries, the IMS can be used by any facility generating chips from machining operations.

Systems are custom-designed to specific customer requirements: consider the material to be processed, the desired end product, contamination level, type of cutting fluid, required throughput rate and any existing equipment. A unique feature of the IMS is its energy efficiency: it uses waste heat from other thermal processes, such as the melting furnace, to significantly increase the thermal efficiency of the complete operation.

The Integrated Melting System (IMS) from Pyrotek, features equipment specially engineered to process aluminium machining chips and convert them back into usable metal. Designed specifically for foundries, the IMS can be used by any facility generating chips from machining operations.

Systems are custom-designed to specific customer requirements: consider the material to be processed, the desired end product, contamination level, type of cutting fluid, required throughput rate and any existing equipment. A unique feature of the IMS is its energy efficiency: it uses waste heat from other thermal processes, such as the melting furnace, to significantly increase the thermal efficiency of the complete operation.

The Integrated Melting System (IMS) from Pyrotek, features equipment specially engineered to process aluminium machining chips and convert them back into usable metal. Designed specifically for foundries, the IMS can be used by any facility generating chips from machining operations.

Systems are custom-designed to specific customer requirements: consider the material to be processed, the desired end product, contamination level, type of cutting fluid, required throughput rate and any existing equipment. A unique feature of the IMS is its energy efficiency: it uses waste heat from other thermal processes, such as the melting furnace, to significantly increase the thermal efficiency of the complete operation.

The Integrated Melting System (IMS) from Pyrotek, features equipment specially engineered to process aluminium machining chips and convert them back into usable metal. Designed specifically for foundries, the IMS can be used by any facility generating chips from machining operations.

Systems are custom-designed to specific customer requirements: consider the material to be processed, the desired end product, contamination level, type of cutting fluid, required throughput rate and any existing equipment. A unique feature of the IMS is its energy efficiency: it uses waste heat from other thermal processes, such as the melting furnace, to significantly increase the thermal efficiency of the complete operation.

The Integrated Melting System (IMS) from Pyrotek, features equipment specially engineered to process aluminium machining chips and convert them back into usable metal. Designed specifically for foundries, the IMS can be used by any facility generating chips from machining operations.

Systems are custom-designed to specific customer requirements: consider the material to be processed, the desired end product, contamination level, type of cutting fluid, required throughput rate and any existing equipment. A unique feature of the IMS is its energy efficiency: it uses waste heat from other thermal processes, such as the melting furnace, to significantly increase the thermal efficiency of the complete operation.

The Integrated Melting System (IMS) from Pyrotek, features equipment specially engineered to process aluminium machining chips and convert them back into usable metal. Designed specifically for foundries, the IMS can be used by any facility generating chips from machining operations.

Systems are custom-designed to specific customer requirements: consider the material to be processed, the desired end product, contamination level, type of cutting fluid, required throughput rate and any existing equipment. A unique feature of the IMS is its energy efficiency: it uses waste heat from other thermal processes, such as the melting furnace, to significantly increase the thermal efficiency of the complete operation.

The Integrated Melting System (IMS) from Pyrotek, features equipment specially engineered to process aluminium machining chips and convert them back into usable metal. Designed specifically for foundries, the IMS can be used by any facility generating chips from machining operations.

Systems are custom-designed to specific customer requirements: consider the material to be processed, the desired end product, contamination level, type of cutting fluid, required throughput rate and any existing equipment. A unique feature of the IMS is its energy efficiency: it uses waste heat from other thermal processes, such as the melting furnace, to significantly increase the thermal efficiency of the complete operation.

The Integrated Melting System (IMS) from Pyrotek, features equipment specially engineered to process aluminium machining chips and convert them back into usable metal. Designed specifically for foundries, the IMS can be used by any facility generating chips from machining operations.

Systems are custom-designed to specific customer requirements: consider the material to be processed, the desired end product, contamination level, type of cutting fluid, required throughput rate and any existing equipment. A unique feature of the IMS is its energy efficiency: it uses waste heat from other thermal processes, such as the melting furnace, to significantly increase the thermal efficiency of the complete operation.
yield. But, with the Pyrotek IMS System, pre-cleaning is carried out effectively with a Jet Bed Dryer and the resultant scrap is submerged below the molten metal level by charging directly into the LOTUSS vortex. This achieved a 95% metal yield, showing that the Pyrotek technology clearly improves process performance and reduces coating-induced melt loss.

Pyrotek offers a unique additional service to potential customers of the IMS, whereby samples of the customer’s scrap chips can be tested to assess potential process recovery rates and environmental exhaust treatment demonstrations in our own dedicated in-house test facility.

www.pyrotek.info/ims

**JET BED DRYER**
The Jet Bed Dryer has been designed specifically for this application. The equipment works by passing process air directly through a bed of chips via a perforated plate. A vibration function assists the mixing and transfer of the material in an inline process, taking approximately 3 minutes for the wet chips to travel through the dryer. The system delivers a range of process advantages for customers:

• Chips are “steam cleaned” of all organics and dust with high velocity air jets, resulting in the highest possible recovery rate and metal quality.
• Due to the high volume of air throughput, drying is achieved in an inert environment, therefore preventing combustion or oxidation of VOCs.
• There is no baked-on residue present on the final product as often seen with conventional dryers, which eliminates a potential source of melt loss.
• Heat is retained in the chips, resulting in a 25% increase of energy efficiency in the melting process.
• The system requires no significant mechanical maintenance or rotating equipment to repair.
• The low operating temperature does not oxidize the scrap chips so that maximum metal recovery can be obtained.

**LOTUSS™ REMELT SYSTEM**
LOTUSS is one of the leading technologies for melting light gauge scrap. It provides instant wetting and rapid submergence of the scrap charge to deliver improved performance and productivity in metal recovery, without using expensive, hard-to-maintain mechanical charging or submerging equipment.

Growth of the oxide skin is minimized by reducing the exposure to hot air and by its method of melting. Additionally, a shear force is provided to break up the existing oxide skin at the moment the scrap melts.

The application of LOTUSS integrated in the IMS system offers a range of benefits, including the following:

• High metal recovery rates
• Maximized metal production
• Designed for continuous, automated operation
• Low operating cost
• Low capital investment
• Low maintenance
• Easy installation
• Can be retrofitted to existing furnaces

www.pyrotek.info/lotuss